ADA Checklist for New Lodging Facilities

| . Parking and Loading Zone...

A. If “self parking” is provided, are at least the minimum number of accessible parking N/A ]
spaces provided as required by the table below in surface lots or parking garages, <_m_m _/m_u 0 Comments:

including "van accessible" spaces for those who use lift-equipped vans?
[ADA Standards 4.1.2(5)'

Total Spaces in Lot Acc. Spaces Reg’d. sign with International symbol af
accessibility and "van accessible”
1-25 1 van designates van access!ble parking
26 - 50 Istd +1van curbs ramp Installed
51-75 2 std. + 1 van outslde access alsle area
76 - 100 Istd. + 1 van D
01 - 150 4 std. + 1 van accessible route to antrance
151 - 200 S5std. + 1 van level access alske
201 - 300 6 std. + 1 van
301 - 400 7 std. + 1 van
401 - 500 7 std. + 2 van
501 - 1000 2% of total spaces*
1001and over 20+(1 per 100 over
1000)*
Standard Accessible Van Spaces are 8' min.
parking space is 8' min. wide + 8' access aisle
+ 5' acc. aisle *One in every 8
accessible parking
spaces must be a van
nan“mE.Em space En.u} an Diagram of Van
wide access aisle . .
Accessible Parking
Space Elements

_mozos.mnm each question in this document is a reference to the ADA Standards for Accessible Design, 28 C.F.R. pt. 36, Appendix A. This referencc identifies the
section of the ADA Standards that sets out the requirements described in the question,
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B. Does each accessible parking space have or share an adjacent access aisle to
allow persons who use wheelchairs, walkers or other mobility aids to transfer from
their car/van? [ADA Stds. 4.6.3]

C. Do the parking spaces and access aisles have surface slopes less than 1:50 (i.e.:
when measured as shown on the Tools & Techniques page, is the critical dimension
%" or less)? [ADA Stds. 4.6.3]

D. Does each accessible parking space have a post- or wali-mounted sign with the
symbol of accessibility mounted high enough so the sign is visible when a vehicle is
parked in the space? [ADA Stds. 4.6.4]

E. Are the level surfaces of accessible parking spaces and access aisles free of
“built-up” curb ramps so persons who use mobility aids (e.g.: wheelchairs, walkers or
crutches) can make convenient transfers? [ADA Stds. 4.6.3]

F. If there is more than one accessible parking space, are the accessible parking
spaces the closest parking spaces to the lobby entrance and accessible guestroom
entrance(s)? [ADA Stds. 4.6.2]

G. If the lodging facility has covered passenger pickup/drop-off areas, does the
pavement at such area(s), including the required 5' wide access aisle, slope 1:50 or
less (critical dimension of 15" or less)? [ADA Stds. 4.6.6]

H. Is the height of the covered passenger pickup/drop-off area at least 9'-6" to allow
vans with raised roofs to use such area? [ADA Stds. 4.6.5]

|. Does the parking garage serving the lodging facility allow at least 98" of vertical
clearance for vehicles with raised roofs to approach, use and exit the accessible
parking spaces? [ADA Stds. 4.6.5]

Page 2

Yes

O

Yes
[

Yes

O

Yes

H

Yes

O

Yes

O

Yes
]

Yes

O

N/A Comments:

O

N/A
]

N/A
O

N/A
[

N/A
O

N/A
U

N/A
O

N/A
O



Il. Exterior Routes...

In order for persons with disabilities to use a facility, there must be at [east one
accessible route that allows persons who use wheelchairs or other mobility aids to
approach, enter and use each facility on a given site. Those routes cannot have,
among other things, steep slopes or cross slopes, abrupt level changes or steps. In
addition, for persons who are blind or have low vision, none of the pedestrian
walkways at a facility may have objects that project too far into the paths. Following
are questions to determine whether your facility meets some key requirements of the
ADA accessible route requirements.

A. Regarding the exterior routes (e.g.: sidewalks and walkways), are there no steps,
no abrupt level changes over 1/4", and no unramped curbs that will impede access
for persons who use wheelchairs, walkers and other mobility aids between...

1. ...the accessible parking space access aisles (both guest and employee parking
areas) and an accessible entrance door to each building? [ADA Stds. 4.1.2(1)]

2. ..the accessible parking space access aisles and the exterior doors to the
accessible guestroom(s)? [ADA Stds. 4.1.2(1)]

3. ..the accessible passenger pick-up/drop off area and an accessible entrance
door? [ADA Stds. 4.1.2(1)]

4. ..the lobby and the accessible guestrooms with exterior room doors?
[ADA Sids. 4.1.3(1)]

5. ...the accessible guestroom(s) and exterior amenities, such as swimming pools,
whirlpools, dressing areas, restrooms, picnic areas, bars and outdoor dining
areas? [ADA Stds. 4.1.2(2)]

6. ...the public sidewalk (if provided) or street, and an accessible entrance door to
the lobby? [ADA Stds. 4.1.2(1)]

7. ...an accessible entrance to the facility and the public transportation stops
serving this site? [ADA Stds. 4.1.2(1)]
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8. ...ground leve! fire exit doors (including any at loading docks) and a driveway,
public sidewalk, street or other “public way"? [ADA Stds. 4.1.3(9)]

B. Examine each of the exterior routes described above, to confirm the following:

1. ...do the sidewalks have cross slopes (i.e.: slopes tilting side to side) less than
1:50 (critical dimension of %" or less) so persons who use wheelchairs can
conveniently negotiate the routes? [ADA Stds. 4.3.7]

2. ...excluding ramps described below, do the sidewalks have running slopes (i.e.:
in the direction of fravel) that are no greater than 1:20 (1 1/4" critical dimension or
less)? [ADA Stds. 4.3.7]

3. __is the usable width of sidewalks at least 36" wide to accommodate wheelchair
travel, even if cars project over the curb onto the sidewalk? [ADA Stds. 4.3.3]

4. ..are the curb ramps at least 36" wide, excluding the flared sides, to allow for
convenient wheelchair travel? [ADA Stds. 4.7.3]

5. ...do the curb ramps have running slopes of 1:12 or less (critical dimension of 2"
or less)? [ADA Stds. 4.7.2]

6. ...are the other exterior ramps at least 36" wide (between handrails)?
[ADA Stds. 4.8.3]

7. ...do the exterior ramps have running slopes of 1:12 or less (critical dimension of
2" or less)? [ADA Stds. 4.8.2]

8. ...do the gratings on the sidewalks and walkways have spaces no more than 2"
wide in the direction of travel so that canes, crutches and walkers do not slip into
them, causing an individual to fall? [ADA Stds. 4.5.4]

9. ...do the exterior ramps have the following features:

a. top and bottom landings that are level, at least as wide as the ramp they serve,
and at least 60" long to allow for adequate maneuvering and resting space for
persons who use wheelchairs, walkers, and other mobility aids? [ADA Stds. 4.8.4]

b. if a ramp is more than 30’ long, is there a middle landing that is level, at [east as
wide as the ramp run it serves and at least 60" long? [ADA Stds. 4.8.4]
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c. are the exterior ramps at least 36" wide between the two handrails to allow for Yes No N/A

convenient wheelchair travel? [ADAStds. 483 O O 0O
d. do the exterior ramps have running slopes that are 1:12 or less (critical Yes No N/A Comments:
dimension  of 2" or less)? [ADAStds. 482 O 0O U
10. ...are all exterior stairs built so blind persons and persons with low visionwillnot Yes No N/A
hit their head(s) on the underside (i.e.: protected with a cane detectible warning, O O O
such as the planter shown below or enclosed with walls so a continuous 80" high
circulation path is provided for building users)? [ADA Stids. 4.4.2]

accessible route
or circulation space

person
using long
cane detects
warning
barrier and
avoids head

injury

chuar wbdih| | ary smount

J

2 s ot
[

I

27"

Sketch based on ADA Stds. Figure 8(c-1) - Overhead Hazards - ADA Stds. Figure 8(a) - Walking Parallel to a
Wall
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11. ...since blind persons and persons with low vision can walk on any sidewalks, Yes No N/A
are all sidewalks and walkways free of any objects (i.e.: fire extinguishers, wall l O O
mounted lights, electrical meters, signs, pay phones, trees, shrubs, etc.) that

pose a hazard to blind persons and persons with low vision by projecting into the

path more than 4"? [ADA Stds. 4.4; 4.1.2(3); 4.1.3(2)]

lll. Building Entrances & Lobby...

A. If a fully automatic door is not provided, is the walkway in front of the lobby door Yes No N/A Comments:

level, without any portion steeper than 1:50 (critical dimension of %2" or less), so [ L] [l
persons who use wheelchairs do not roll away from the door when they take their

hand off the wheelchair and reach for the door hardware? [ADA Stds. 4.13.6]

B. Does at least one lobby entrance door allow at least 32" clear passage width so Yes No N/A
persons who use wheelchairs, walkers, crutches, and other mobility aids can get ] [ [
through the door? [ADA Stds. 4.13.5]

C. Is the door hardware (lever, pull, panic bar, etc.) usable with one hand, without Yes No NA
tight grasping, pinching or twisting of the wrist, since many persons with disabilities O O O
may not have high manual dexterity or use of both hands? [ADA Stds. 4.13.9]
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D. If there is a vestibule without fully automatic doors, is there a 30"x48" clear floor Yes
space where one can be outside the swing of a hinged door (i.e.: for out-swinging Ll
doors, at least 7'-0" between the exterior door frame and interior door frame as
shown in the sketch below) to allow persons who use wheelchairs to proceed through
one door without it closing on them and binding the
wheelchair as they approach and 8 open the next door?

[ADA Stds.4.13.7] _

|a
#

ADA Stds. Figure 26 - Two Hinged Doors in Series

E. If there is key card controlled door hardware on building entrances, is the key Yes
card reader positioned so persons who use wheelchairs may approach and operate O
the opener (48" high maximum if only front approach, 54" high if parallel approach is
available)? [ADA Stds. 4.1.3(13); 4.27.3; 4.2.5; 4.2.6]

Forward Reach Ranges Side Reach Ranges

ADA Stds. Figure 5(a) and 6(b) - Forward and Side Reach Ranges for Wheelchairs
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F. Do the registration counters or other counters serving guests have a lowered Yes
portion no more than 36" high or is there a folding shelf at 36" high to allow persons [

who use wheelchairs to fill out registration forms? [ADA Stds. 7.2]

G. If a counter is used for serving breakfast or other food products, does it have at Yes
least a 36" long section that is no higher than 36" above the fioor to allow persons [
who use wheelchairs to reach self-serve items? [ADA Stds. 7.2]

IV. Interior Routes...

A. Abrupt Level Changes - Are hallways and corridors free of any steps or abrupt
vertical level changes over 1/4" that will impede access for persons who use

wheelchairs, walkers, and other mobility aids between... [ADA Stds. 4.1.3(1)]
Yes
...the lobby and accessible guestrooms, suites, and other sleeping rooms? O
..the lobby and any restaurants, other dining areas, and vending/ice machine Yes
areas? l
...the iobby and any ballrooms or meeting rooms? <_m_m
...the lobby and the public and employee restrooms? <m_m
...the lobby and gift shops, newsstands, or other retail shops in the facility? <_m_m
...the lobby and all other guest amenities such as, exercise/recreational Yes
areas, interior pools, business centers, and guest laundry rooms? Ol
...the accessible entrances and all employee only work areas (e.g.: back of Yes

registration counter, housekeeping storage rooms, kitchens, administrative offices, |
etc.)
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B. Slopes - Examine each of the interior routes described above:

...excluding accessible ramps, do the corridors have running slopes (i.e.: in the
direction of travel) not more than 1:20 (critical dimension of 1 1/4" or less)?
[ADA Stds. 4.3.7; 4.8]

_..are the interior ramps at least 36" wide between the two handrails to allow for
convenient wheelchair travel? [ADA Stds. 4.8.3]

...do the interior ramps have running slopes that are 1:12 or less (critical dimension
of 2"orless)? [ADA Stds. 4.8.2]

...do the interior ramps have top, middie and bottom landings that are level and at
least 60" long to allow for adeguate maneuvering and resting space for persons
who use wheelchairs, walkers, and other mobility aids? [ADA Stds. 4.8.4]

...If a ramp is more than 30' long, is there a middle landing that is level, at least as
wide as the ramp run it serves, and at least 60" long? [ADA Stds. 4.8.4]

...for corridors into which at least one door swings, is there at least 54" clear floor
space opposite the door, to allow a person who uses a wheelchair adequate
space to turn and enter the doorway? [ADA Stds. 4.13.6]

C. Doors - Examine each of the interior routes described above:

...with the exception of doors at shallow closets, do the doors to required accessible
spaces, and all doors into and within guestrooms allow at least 32" clear passage
width for wheelchairs, crutch users, and persons who use walkers?

[ADA Stds. 4.1.3(7); 4.13.5; 9.4

...with the exception of non-accessible guestrooms, does at least one door to each
accessible space have door hardware (levers, pulls, panic bars, etc.) that is usable
with one hand, without tight grasping, pinching, or twisting of the wrist, since many
persons with disabilities may not have high manual dexterity or use of both hands?
[ADA Stds. 4.13.9]

...with the exception of guestrooms not designated as accessible, does at least one
door to each accessible space have at least 18" of clear floor space on the latch side
for persons who use wheelchairs, walkers and other mobility aids to approach and
pull open? [ADA Stds. 4.13.6]
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D. Protruding Objects - Examine all interior hallways, stairways and other
pedestrian routes:

...to minimize the risks to blind persons and persons with low vision, are all of these

areas free of objects (i.e.: fire extinguisher, wall mounted lights, electrical meter, sign,
pay phone, etc.) mounted between 27" - 80" high, that project into the path more than
4"? [ADA Stds. 4.4]

...are the interior stairs built so blind persons or persons with low vision cannot hit
their heads on the underside (see Fig. 8(c-1) on page 5)? [ADA Stds. 4.4.2]

E. Elevators - If the facility has more than 2 stories, including any basement levels,
is there a full size passenger elevator serving each level of the hotel, including the
basement for persons with disabilities who cannot use stairs?  [ADA Stds. 4.1.3(5)]

Examine passenger elevators for the following...

...are all of the elevator lobbies free of ash trays or other elements placed below the
elevator call buttons that project more than 4"7? [ADA Stds. 4.10.3]

...are all elevator jambs provided with signs placed on both sides designating the
floor with 2" minimum height raised letters and Braille characters centered at 60"
above the finish floor? [ADA Stds. 4.10.5]

...are all of the elevators equipped with audible tones/bells or verbal annunciators
that designate the passage of floors? [ADA Stds. 4.10.13]

...are all of the elevators equipped with audible tones/bells or verbal annunciators
that designate the direction of the elevator called - one tone for “up” and two tones
for “down”? [ADA Stds. 4.10.4]
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...are all the elevators with an emergency communication system equipped with a

system that does not require only voice communication (i.e.: either TTY systems or a

system of lights and signs designating the meaning of the lights)?
: [ADA Stds. 4.10.14)

...if the elevators have emergency communication systems behind cabinet doors, is
the door pull usable with one hand, without tight grasping, pinching or twisting of the
wrist, since many persons with disabilities may not have high manual dexterity or use
of both hands? [ADA Stds. 4.10.14]

...are the highest floor control buttons in the elevator(s) mounted within 54" of the
floor, with associated raised letters and Braille characters?
[ADA Stds. 4.10.12]

F. Stairs - Are there floors connected only by stairs, not an elevator or ramp?
[ADA Stds. 4.1.3(4)]
If yes, then...

...do the stairs have closed risers so a crutch or cane cannot slip through the open
space between the stair risers and people will not lose their balance as they climb
the stairs? [ADA Stds. 4.9]

...are all stair treads the same depth (at least 11" deep), measured riser to riser, to
prevent tripping hazards for persons with disabilities? [ADA Stds. 4.9]
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...are there handrails on both sides of the stair at a uniform height of 34"-38" above
the front edge of the step? [ADA Stds. 4.9]

...do the handrails extend horizontally at the top and bottom of each stair section to
give persons who have difficulty using the stairs a stable gripping location before
ascending or descending? [ADA Stds. 4.9]

...are the handrails continuously grippable, without interruption by vertical supports,
newel posts, or other construction elements which require repositioning the hands
while ascending or descending? [ADA Stds. 4.9]

G. Areas of Rescue Assistance - In hotels that do not have a supervised fire
sprinkler system serving every room, are there two 30"x48" wheelchair waiting areas
(a.k.a. an "area of rescue assistance" linked to the primary entry by intercom) at each
required exit (i.e.: stairs) on levels above or below the ground floor for persons with
disabilities who cannot exit the building in case of a fire or emergency?

[ADA Stds. 4.1.3(9)]

H. Drinking Fountains - Are at least 50% of the drinking fountains on each floor
mounted so the spout is no higher than 36"7 [ADA Stds. 4.15.3]

|. Public Telephones - Are at least the following accessible telephone elements
provided per facility... [ADA Stds. 4.1.3(17)]

1. If one public pay phone or one bank of pay phones is provided on a given floor,
does at least one pay phone have the following features:

a. Is it mounted with the coin slot no higher than 54" above the floor?
b. Does the accessible phone have volume controls?

c. Do at least 25% (not less than one) of all other pay phones on each floor have
volume controls?

d. If the bank of phones includes at least 3 pay phones, is there a shelf and an
electrical outlet to allow for TTY (text telephone) use by persons who are deaf?
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2. If more than one bank of public pay phones is provided on a given floor, does at
least one pay phone per bank have the following features:

[ADA Stds. 4.1.3(17)]

a. Is it mounted with the coin slot no higher than 54" above the floor, and one pay
phone on that floor with the highest operable element no higher than 48"

above the floor?

b. Do the accessible phones have volume controls?

¢. Do at least 25% (not less than one) of all other pay phones on each floor have

volume controls?

d. If one or more banks of phones includes at least 3 pay phones, is there a shelf
and an electrical outlet to allow for TTY (telephone typewriter) use by persons

who are deaf?

3. If one house phone or one bank of house phones is provided on a given floor,
does at least one house phone have the following features: [ADA Stds. 4.1.3(17)]

a. s it mounted with the handset cradle no higher than 54" above the floor?

b. Does the accessible phone have volume controls?

c. Do at least 25% {not less than one) of all other house phones on each floor

have volume controls?

4. |s there a sign at each single pay phone or pay phone bank directing deaf
persons to the location of a TTY for use at a pay telephone, if there are 4 or more

pay phones on the site?

[ADA Stds. 4.30.7; 4.31.9(3)]

V. Public/Common Use Restrooms

A. Is each public and employee restroom accessible, with at least one large
accessible stall/toilet, one accessible lavatory, and one accessible urinal (if urinals

are provided)?

[ADA Stds. 4.1.3(11); 4:22]
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B. Is there adequate room for a person who uses a wheelchair to approach the Yes

restroom door from the pull side and pull it open without it hitting the wheelchair - this O
requires at least 18" of wall space on the latch side of the door?
[ADA Stds. 4.13.6]

Pull Side

-
-
»
'y
-
.
.
4
-
.
-
-
-
-
-
-
-
-
-
-

.
esedpasansenrenancren

18 min, 24 preferred

ADA Sids. Figure 25(a) - Pull Side, Front Approach

C. When there is a vestibule into the public or employee restroom that does not Yes
have fully automatic doors, is there a 30"x48" clear floor space where one can be |
outside the swing of a hinged door (i.e.; for out-swinging doors, at least 7'-0" between

the exterior door frame and interior door frame) to allow persons who use

wheelchairs to proceed through one door without it closing on them and binding the

wheelchair as they approach and open the next door? [ADA Stds. 4.13.7]

D. Is each accessible toilet centered 18" from the adjacent side wall, which is the Yes

distance that will permit a person with a mobility impairment to use the grab bars? O
[ADA Stds. 4.16.2; 4.17.3]

E. Does each accessible toilet have a horizontal grab bar on the adjacent side wall Yes

that is at least 40" long and between 33"-36" above the floor for stabilization and O

assistance during transfer from a wheelchair? [ADA Stds. 4.16.4; 4.17.6]

F. Does each accessible toilet have a horizontal grab bar on the wall behind the Yes

toilet that is at least 36" long and between 33"-36" above the floor for stabilization O

and assistance during transfer from a wheelchair? [ADA Stds. 4.16.4; 4.17 .6}
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G. If the accessible toilet is in a stall, does the stall measure at least 60" wide and
56" deep if it is wall mounted or 59" deep if it is floor mounted to allow persons who
use wheelchairs to approach the toilet from a variety of transfer positions (i.e.:
diagonal or side approaches)? [ADA Stds. 4.17.3]

H. If the accessible toilet is in a stall, is the stall door positioned diagonally opposite,
not directly in front of, the toilet so persons who use wheelchairs may pull fully into
the stall without being blocked by the toilet? [ADA Stds. 4.17.3]

I. Is the toilet seat at each accessible toilet between 17"-19" above the floor?
[ADA Stds. 4.16.3)

J. If there is a lavatory in the accessible stall, is there 42" between the center of the
toilet and the near edge of the adjacent lavatory to permit persons with disabilities to
transfer onto or off of the toilet? [ADA Stds. 4.17.3]

K. If there are more than 5 stalls in any restroom, is there one stall in addition to the

large accessible stall, that is 36" wide, has 2 parallel grab bars at 33"-36" off the floor

and has an out-swinging door for persons with mobility impairments who can walk?
[ADA Stds. 4.22.4]

L. Is there at least one lavatory (wash basin) in each public restroom that has each
of the following characteristics...

...a 29" high clearance under the front edge and the top of the bowl no higher than
34" above the floor to allow persons who use wheelchairs to pull under the lavatory
and use the faucet hardware? [ADA Stds. 4.22.6; 4.19.2]

... drains and hot water pipes that are insulated or otherwise configured to protect
against contact? [ADA Stds. 4.19.4]

...a faucet that is easily operable with hardware that is (i.e.: levers, wrist blades,

single arm, etc.) usable with one hand, without tight grasping, pinching, or twisting of
the wrist, since many persons with disabilities may not have high manual dexterity or
use of both hands? [ADA Stds. 4.19.5]
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M. Is there an area in each public restroom in which a person who uses a wheelchair Yes No N/A  Comments:

can turn around - either a 60" diameter circle or a "T"-shaped turn area as shown in O o 0O
Figure 3 below? [ADA Stds. 4.22.3; 4.2.3]
12 mis 1 $ mn 12 min
1>
1,
\ gE i
R

ADA Stds. Figure 3 - Wheelchair Turning Space
60" Diameter Space & “T"-Shaped Space

VI. Interior Signs...

A. if signs are provided for the following spaces, are the signs mounted on the wall
(not the door) to the latch side of the door and centered 60" above the floor so that
they can be easily located by persons who are blind or have low vision? (Note: signs
may be mounted on the door if they are in addition to the wall mounted signs

specified here.) [ADA Stds. 4.1.3(16)(a)]

All guestrooms Yes No N/A
(O I

Restaurants, other food service areas, and vending/ice machine areas Yes No NA
a O 0O

Ballrooms and meeting rooms Yes No NA
O O O

Public and employee restrooms Yes No NA
Cd 0l d

Gift shops, newsstands, and other retail shops Yes No N/A
O O O
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Other guest amenities, such as exercise/recreational areas, interior pools, business

centers, and guest laundry

Mechanical and electrical rooms

Stairways, fire exits, and areas of rescue assistance

B. Do the wall mounted signs provided for the rooms listed above have Braille and
raised letters so that they can be read by persons who are blind or have low vision?

[ADA Stds. 4.1.3(16)(a); 4.30.4]

C. Are all signs at this lodging facility made without reflective materials, such as,
brass, chrome, gold, glass or mirror used as text or background, and have letter and
numbers that contrast with the background? (Note: reflective signs are permitted if

they are in addition to non-reflective signs.)

[ADA Stds. 4.1.3(16); 4.30.5]

VIl. Fire Alarm System...

A. [f the building has an audible fire alarm system, do each of the foliowing rooms in
the hotel have a visual alarm strobe light mounted on the wall at 80" above the floor

to alert deaf persons about emergency situations?

Lobby/front desk

Public corridors

[ADA Stds. 4.1.3(14)]

Restaurants, other food service areas, and vendingfice machine areas

Ballrooms and meeting rooms
Public and employee restrooms

Gift shops, newsstands, and other retail shops
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Yes

O

Yes
O

Yes

J

Yes

tl

Yes

O

Yes

Yes

Yes

Yes

Yes

Yes

N/A Comments:
]

N/A
Li

N/A
O

N/A
Ll

N/A
W

N/A

N/A

N/A

N/A

N/A

N/A



Accessible guestrooms/suites and additional guestrooms/suites for use by persons Yes No NA Comments:
who are deaf or hard of hearing required by Table 9.1.3 below... O O 0O

(Note: In the guestrooms/suites, this requirement may be satisfied by either a fixed
strobe unit hardwired to the building-wide fire alarm system, or by a kit which
contains a portable strobe unit that can plug into a 110 volt electrical outlet and is
also connected by some means to the building-wide fire alarm system.)

{Table 9.1.3)

Number of Rooms Rooms for Hearing
In the Hotel Impaired Guests

1-25
26-50
51-75
76-100

101-150
151-200
201-300
301400
401-500
501-1000 2% of total rooms

L_J- B I LT L

Other guest amenities, such as exercise/recreational areas, interior pools, business Yes No N/A

centers, and guest laundry o O U
Other public spaces Yes No N/A
O O 0O

VIIl. Food Service Areas...

A. In each restaurant or other food service establishment on this site, are atleast 5% Yes No N/A
of each type of fixed table or a portion of eating counters (i.e.: where no direct ] Ll [
service is provided) accessible, providing a 27" high knee space, at least 19" deep,

with table/counter tops at 28"-34" above the floor and split proportionately between

smoking and non-smoking areas if provided? [ADA Stds. 5.1]

B. Is there a route to these 5% accessible fixed tables that allows at least 36" clear Yes No N/A
width and has no abrupt vertical level changes greater than 1/4"? O 0O O
[ADA Stds. 5.3;4.3.8]
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